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rangefinders) , W06-A04H1(Anticollision) , W06-A05H1 
(Vehicle applications) , W06-A05H1K(Anticollision) , W06- 
A06H1A(Land vehicles) , W06-A06H1K(Anticollision) , X22- 
E13(Collision-imminence alarm) 

( EP1375267A ) Novelty - The method for detecting the risk of a collision in which 
distance sensors (4) for detecting objects (6) within the detection area (5) of a motor 
vehicle (1) generate signals when the vehicle is moving relating to a collision risk 
and also generate signals when the vehicle is stationary and there is a risk of a 
collision with an object due to opening of the motor vehicle door (7). 
Detailed Description - An INDEPENDENT CLAIM is made for a motor vehicle 
collision warning device for generating a first signal when there is a risk of a collision 
when the vehicle is moving and for generating a second signal when the vehicle is 
stationary and there is a risk of a collision being caused by opening of the vehicle 
door into the path of an oncoming object. 

Use - Motor vehicle collision warning system for warning of possible collision due to 
opening of vehicle door. 

Advantage - Expansion of a vehicle collision system by the addition of a stationary 
operating mode greatly increases safety and is particularly effective for preventing 
collisions caused by opening of a vehicle door into the path of oncoming objects, 
e.g. cyclists. 
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Description of Drawing(s) - The figure shows a schematic view of an inventive 
system. 
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1. Verfahren zum Erkennen einer Unfallgefahr, bei dem 
mit Umfeldsensoren (4) eines Fahrzeugs (1) Objekte (6) in Erfassungsbereichen (5) 
vor und/oder hinter dem Fahrzeug (1) erfasst und Abstandssignale (S1) erzeugt 
werden, 

aus den Abstandssignalen (S1) wahrend einer Fahrt des Fahrzeugs (1) Abstande 
der Objekte (6) vor und/oder hinter dem Fahrzeug (1) ermittelt werden, und 
aus den Abstandssignalen (S1) bei stehendem Fahrzeug (1) ermittelt wird, ob eine 
Kollisionsgefahr des Objektes (6) mit einer sich offnenden Fahrzeugtur (7) des 
Fahrzeugs (1) vorliegt, und bei Ermittlung einer Kollisionsgefahr ein Kollisionssignal 
(S2) ausgegeben wird. 
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